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SPECIFICATIONS

Part Number B-333

CPU			   VIA C7fi 1.5GHz, VIA CN700fi Chipset - 533/400MHz FSB

Memory			   512MB Standard 2GB Maximum (2 Slots - DDR2 DIMM)

Display			   15.1� TFT

Resolution			   1024 x 768 (XGA)

Brightness			   250 cd/m2

Touch Panel			   5 Wire Resistive

Hard Disk Drive			   40GB Standard (3.5�) Serial ATA

Customer Display			   Option (2 Line x 20 Column VFD)

Magnetic Card Reader			   Option (ISO Track 1,2,3)

iButton Reader			   Option

Interface	 RS-232C	 6	 COM 1 and 2 (D-sub 9-pin male type connector without power)

			   COM 3 (D-sub 9-pin female type connector with power)

			   COM 4 (D-sub 9-pin female type connector with power for LIUST)

			   1 x Modular Jack for MSR, 1 x Internal Use for Touch Panel

	 USB	 7	 6 General 5V USB 2.0 Ports

			   (3 External - Underside/Rear of LCD, 3 Internal Rear Connector Area)

			   *Plus 1 24V Powered USB Port (Internal Rear Connector Area)

	 PS/2	 2	 (6 pin MINI-DIN)

	 Drawer	 2	 24V type TEC interface drawer compatible

	 VGA	 1	 Expandable VGA interface. 15-pin VGA female type connector

	 LAN	 1	 10/100Base TX (RJ-45 modular connector )

	 Audio	 Y	 Line-out/Mic-in

Operating Temperature			   5�- 40�C, 41�-104�F

Operating Humidity			   10 - 80 RH  No condensation

Cabinet  Color			   Black

Power Supply			   max 150 W

Support OS			   Windowsfi 2000, Windowsfi XP, WEPOS, Certi�ed Linux

Device Driver			   OPOS

Weight			   11.5 Kg / 25.4 lb

Dimensions:			   14.4� (w) x 14.2� (H) x 9.9� (D)
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